
 

CK400H Product Information 
 

• Ideal for small bulk 
material e.g. small 
boxes/some plastics 

• Full bale eject means 
switching between 
materials is easy 

• Produces 400-500kg bales 
of cardboard 

• Three phase 
• Vertical tying 

 
FEATURES BENEFITS 

Magic eye start-up Operator can continuously feed machine, 
saving on down time 

Automatic cut out when bale is full The operator is informed of when the bale 
is ready to be tied 

Tie off at any bale length Can adjust the bale size to maximise the 
amount of material in a container 

Simple operating controls  User friendly  
Standard hopper Enables easier feeding of machine, saving 

on labour time 
Robust construction Ensures long life of machine 

IP55 rating  Allows machine to be installed indoors or 
outdoors 

CE Marked Ensures high safety standards 
Standard CK400HL supplied with: 

• 7.5kW motor 
• Manual door close 
• Hand feed hopper 
• Bale full indicator 
• Jammed indicator 
• Cleaning Rod 

 
Optional extras:  

• 11/15kW motor for faster cycle times  
• Oil heater 
• Oil cooler 
• Hydraulic door ram 
• Conveyor hopper 

 

Optional extras: 
• Trip bar on front of hopper 
• Interlocked access door for hopper 
• Aggressive ram head 
• Retention claws 
• Door damper ram (recommended 

with retention claws)  
• Vandal proof cover for control panel 
• Hour counter 
• Extra pressure setting for alternate 

material 
• Satellite control panel 
• Jam beacon/ bale full beacon 


